
 

 

PRESSURE - LEVEL 

CONTACTLESS LEVEL METER  

Agisco’s contactless level meters may be  

either ultrasound or radar.  

These compact instruments are suitable 

for measuring water levels and are 

equipped with specific software which 

allows quick and repeatable measure-

ment.  

Thanks to an alphanumeric LCD display 

measurements can be read at source or 

record the data onto an electronic unit. 

Ultrasound 

The untrasound level meters combine 

transducers and electronics in a single 

unit.  

These  contactless metes have no moving 

parts and are ideal for open or closed 

tanks.   

The transducers are made from Valox 357 

or Kynar allowing it to operate safely in  

environments involving corrosive liquids. 

Within the body of the transducer is  

located a sensor which compensates for 

temperature change. The device emits a 

continuous series of measurable impulses 

aimed at a target. 

The ultrasound signal bounces back to 

the transducer from the surface of the  

liquid.  

The time interval for the returning signal is 

used to measure the distance between 

the meter and the surface of the liquid.  

After temperature compensation this is 

converted into an analogue signal  

4-20mA which is proportional to the liquid 

level. 

The display always shows the distance, in 

metres, between the transducer and the 

target. In order to filter ghost echoes the 

system uses a special patented algorithm. 

The output signal is stabilised by special 

electronic filters which discriminate     

between the true echo and electronic or 

acoustic interference or from ghost  

echoes generated by intermittent obsta-

cles. 

Once installed start-up is simple and quick 

and operation is safe with minimal 

maintenance. 

Another exclusive feature of the  

instrument is it’s resistance to high and 

low temperature ranges and it’s ability to 
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withstand high humidity and a pressurised 

environment. 

Radar 

The radar level meters combine transduc-

ers and electronics in a single unit.  

Radar produces better results than ultra-

sound.  

This device operates in extreme conditions 

such as turbulent liquids, high & low temper-

atures and pressures, within foam and/or 

dense vapours. 

Easy to install and configure. The use of 

electromagnetic waves means that temper-

ature does not affect the readings. 

TECHNICAL SPECIFICATIONS 
 

ULTRASOUND LEVEL METER  

Measuring Range 

0,125 ÷ 3 m  

0,3 ÷ 6 m 

0,3 ÷ 10 m 

Temperature Range -40 ÷ +80 °C 

Supply 11 ÷ 30 Vdc 

Accuracy 
0.25 % of measuring 

range 

Output 
4 ÷ 20mA, 0-10V 

(RS-232 on request) 

Level of protection 
IP 66 electronics 

IP 68 transducer 

Accessories 
Dedicated software 

for PC configuration 

 

TECHNICAL SPECIFICATIONS 
 

RADAR LEVEL METER 

Measuring Range 
0,4 ÷ 70 m — Other 

ranges on request 

Temperature 

Range 
-40 ÷ +130 °C 

Supply 9,6 ÷ 36 V dc 

Accuracy ±2mm 

Output 4 ÷ 20 mA 

Level of protection 
IP 66 electronics 

IP 68 transducer 

Operating  

Frequency 
5.8 GHz 
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